
Name: Phone:

Address: City/State/Zip:

Description of Application:

Application      Irrigation     Water Feature      Other:

Type of Pump      Centrifugal      Submersible      Other:

No. of Pumps      1      2      Other:

Pump
Nameplate

HP: Phase: Voltage:

FLA: SFA:

Pump
Protection

     Loss of prime (pressure)      High temperature (dead head)      Motor Protection (thermal overload)

     Both      None

Type of System      Traditional 24v      2-Wire Decoder System      Other:

Control Signal

     Manual      Pressure Switch      Float Balls

     Liquid Level Probes      Other:

Control Source

     Lawn Controller      No. of Controllers:      Signal Votage:

     Signal Amperage:      Clock

Optional
Features

     Horn      Auto Notification      Indicator Light

     HOA Switch      Other:      Other:

For safety, “Reduced External Voltage” is standard adder to all custom boxes.

Munro Plus Custom Pump Control Box Specification Worksheet

Phone: 970.242.6810


	Name: 
	Phone: 
	Address: 
	CityStateZip: 
	Description of ApplicationRow1: 
	Description of ApplicationRow2: 
	Description of ApplicationRow3: 
	Description of ApplicationRow4: 
	undefined: Off
	undefined_3: Off
	Other: 
	undefined_4: Off
	undefined_6: Off
	Other_2: 
	undefined_7: Off
	undefined_9: Off
	Other_3: 
	HP: 
	Phase: 
	Voltage: 
	FLA: 
	SFA: 
	undefined_10: Off
	High temperature dead head: Off
	Motor Protection thermal overload: Off
	undefined_11: Off
	None: Off
	undefined_12: Off
	undefined_13: Off
	undefined_14: Off
	Other_4: 
	undefined_15: Off
	undefined_16: Off
	Float Balls: Off
	undefined_17: Off
	undefined_18: Off
	Other_5: 
	undefined_19: Off
	No of Controllers: 
	undefined_20: Off
	undefined_22: Off
	Signal Amperage: 
	Clock: Off
	undefined_23: Off
	undefined_24: Off
	undefined_25: Off
	undefined_26: Off
	undefined_27: Off
	Other_6: 
	undefined_28: Off
	Other_7: 
	Check Box35: Off
	Check Box36: Off
	Check Box37: Off
	Text38: 
	Check Box39: Off


